
www.LiteTime.be

IP20

COLORS (∆)

ADJUSTABLE

SIZE

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

3 = RAL 9003 white

No

Different sizes available

Philips retrofit E27 LED bulb

Steel and aluminium

Approx. 50.000 hours

OPTIONS

INFORMATION

WARRANTY 3 Years

1,5m steel wire suspension set standard

JADE

5 = RAL 9005 black

COLORS Available in all RAL colours on request

Additional price + 10%

Filament bulb on request

LiteTime  International reserves the right to modify or change technical, contruction or 

LED specifications due to continuous improvements of our products and lightsources. 

NEW JADE

7701.060.00.∆ E27 LED bulb Philips 4800lm 54W 89lm/W 2700K >80 50.000 Hrs

ART.NR.
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7701.090.00.∆ E27 LED bulb Philips 4800lm 54W 89lm/W 2700K >80 50.000 Hrs

ART.NR.

∆ see colors
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7701.150.00.∆ E27 LED bulb Philips 8000lm 90W 89lm/W 2700K >80 50.000 Hrs

ART.NR.

∆ see colors

LUMINOUS
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INTERIOR PENDANT

7701.240.00.∆ E27 LED bulb Philips 12800lm 144W 89lm/W 2700K >80 50.000 Hrs

ART.NR.
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JADE 2400
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7701.120.00.∆ E27 LED bulb Philips 7200lm 81W 89lm/W 2700K >80 50.000 Hrs
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