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TRUNKING RAIL

LUMINAIRE
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LUMINAIRE + EMERGENCY MODEL

L1: Phase L1

L2: Phase L2

L3 / LEM: Phase L3 / Permanent live of battery emergency

G: Ground Line

N: Neutral Line

DA1:DALI dimming+

DA2: DALI dimming-

* Blue: N

* Green: FG

* Black: L1, L2, L3 phase selection knob

* Red: DA1/DIM+

* White: DA2/DIM-

5 Pin Connector Plug in Luminaire

WIRING INFORMATION
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MAX. QUANTITY

System modularization
Systematicness of Linear
Modular design of the Linear system
The realization of intelligent equipment

OPTICS
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BEAM: Asymmetric Single 18°
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* Lenses are made of highly transparent PC material with 5 different lighting configurations.

* Different luminescence angles meet different height requirements of different application scenarios.
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STANDARD DRIVER
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EMERGENCY MODULE

DALI SENSOR

* Automatical self  test, monthly test and annual test function

DS05 & DS05A DS12 & DS12A

* 5.8GHz C-band microwave motion sensor. Tri-level Dimming Control
DALI sensor applies DALI broadcast signal. 

DALI sensors support multiple sensors (<10 PCS) to control multiple DALI lighting fixtures (<10-30 PCS)

DALI sensors can be used after being installed and energized. 

The parameters of the DALI sensor can be set using an infrared remote control.
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FEEDBOX OF TRUNKING RAIL

CONNECTION PARTS OF TRUNKING RAIL
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INSTALLATION SOLUTION

INSTALLATION KITS

LU-LLA-K-SMK LU-LLA-K-SKA LU-LLA-K-SKB LU-LLA-K-SKC
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*Lengths and dimensions can be customized or cut on site
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